
MOTOR SPECIFICATIONS

Part Number 5704M-10

NEMA Size NEMA 23

Frame Size 57.2mm (2.3 in)

Step Angle 0.45 deg/step

Body Length (Dim. A) 55mm (2.2 in)

Current 0.9 Amps/Phase

Holding Torque 0.99 Nm (140 oz-in)

Resistance 11.7 Ohm/Phase

Rotor Inertia 384.1 g-cm2 (2.1 oz-in)

Number of Leads 4

Connection Bipolar

Weight 0.68 kg  (1.5 lb)

DIMENSIONS



PERFORMANCE CURVE

OPERATING CONDITIONS

Radial Play 0.03 mm max @ 0.45 kg load (0.001 in max @ 1 lb load)

End Play 0.08 mm max @ 1.36 kg load (0.003 in max @ 3 lb load)

Shaft Run Out 0.05 mm TIR (0.002 in TIR)

Concentricity of Mounting Pilot to Shaft 0.08 mm TIR (0.003 in TIR)

Perpendicularity of Shaft to Mounting Face 0.08 mm TIR (0.003 in TIR)

Max Axial Load 2.72 kg (6 lb)

Maximum Case Temperature 80 deg C

Ambient Temperature -20 to 50 deg C

Storage Temperature -20 to 100 deg C

Humidity Range 85% or less, non-condensing

Magnet Wire Insulation Class B 180° C*

Insulation Resistance 100 Ohm at 500 VCD

Dielectric Strength 500 VCD for 1 min



OPERATION & USAGE TIPS

WIRING TABLE

RECOMMENDED DRIVERS/CONTROLLERS


